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2. INSTALLATION

1

During installation, make sure that you mix up the floor panels sufficiently so that there are not too many identical, lighter or darker panels 
next to each other. To obtain the best visual effect, it is best to fit the panels in the direction of the longest wall and parallel to the incidence 
of light.

2
Measure the room before you start fitting. Make sure that the last row of panels is at least 5 cm wide when finishing the installation.

3

We recommend to dry fit first (without glue). Start the first row with a whole plank in lenght.

4 
The vinyl floors can easily be cut using a cutter or utility knife with the decor side face up. When cutting the vinyl plank, mark the line and 
use the knife to make a firm cut in the surface. Then break off the plank using both hands.

5
Draw a line along the first two dry fitted rows. This line marks to which point the glue should be applied.

6
Dry fit now the first rows completely. It is strongly recommended to stagger the rows by at least 30cm so that the short edge seams are not 
in a straight uniform line. However you may want to try other patterns of planks to suit your taste. Make sure the first rows are on a perfect 
straight line. For instance, it is possible that your starting wall has a slight angle. You can check this by holding a thin rope and adjust the 
straightness of your floor where necessary. Before placing the planks in the glue, please make sure you have cut them to the right size so 
they neatly fit between the wall and the already installed plank.
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7
Remove the dry fitted panels.

8

Apply the vinyl glue on the floor for about the same width as the two first rows. Always take into account the instructions of the vinyl glue. 
We recommend to use the specifically developed branded vinyl glue.

9 
Install the first two rows following the starting line. Place the planks into the adhesive, adjust the correct position and push or roll down to 
ensure good adhesive transfer to the back of the planks. All glue residue should immediately be removed with a damp cloth. Never use 
detergents.

10  
Use the same procedure to complete the rest of the room. 

11

Use a heavy roll to ensure the best bonding and adhesive transfer. Wait no longer than 30 minutes before rolling on the installed area.
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3. FINISHING 

1
Inspect the final surface of the installed floor. Install skirtings against the wall. For rooms with a high moisture level like bathrooms, a 
waterproof transparant silicone must be used around the perimeter. 

2
When the new flooring meets a treshold or a doorway, we recommend undercutting the moldings. To secure the right cut, turn a plank 
upside down and place it on the floor up to the door frame. Then place a hand saw flat against the plank and simply cut through the door 
frame. Remove the cut out and vacuum away debris.

3
In rows where there is a pipe, make sure the pipe falls exactly in line with the short side of two panels. Take a drill bit with the same 
diameter as the pipe. Lay the panels together and drill a hole centered on the joint between the two panels. Now you can install the 
panels.

4
In case of a double pipe, drill a hole at each of the marked points that is equivalent to the diameter of the pipes.

5
If located on the long side of the plank, make a 45 degree cut from each hole to the edge of the plank. Then glue the piece in place. Fill 
the joints around the pipe.
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4. MAINTENANCE

1
The glue must be able to cure 100% before moving in furniture. Hence, leave the floor untouched for 24 hours after installation between 
18-30°C for the curing process to complete.

2
Wait at least 4h before walking on your new installed vinyl floor.

3
It is allowed to use a vacuum cleaner. The use of a steam cleaner is forbidden.

4
Wipe the floor with a damp or wet mop or cloth.

Quick-Step Livyn Clean is a maintenance product specifically developed to keep your new vinyl floor in top condition. For further 
information on how to clean and maintain your floor, please visit www.quick-step.com. For specific cleaning instructions in commercial 
applications or projects, you can contact the Quick-Step technical department.

5
Protect furniture and chair legs. Use (office) chairs and seats with soft wheels type W that are suitable for a vinyl floor and/or use a 
suitable desk mat. 

6  
Never drag heavy items of furniture over the floor but lift them up. Make sure furniture legs have a large surface and are provided with 
non-staining floor protectors. The taller and/or wider the furniture feet are, the greater the repartition of weight will be on the floor and 
the less chance there is to damage the floor. Place non-rubber backed mats at all outside entrances to prevent dirt, grit and soil from 
being tracked onto your floor. This will reduce damages, the maintenance requirement and extend the life of your floor. Please note that 
prolonged contact with rubber can cause a permanent stain. Do not allow cigarettes, matches or other very hot items to contact the floor 
as this may cause permanent damage.

7  
Ensure that the indoor climate conditions are always kept >0°C (32°F) and preferely between 18°C-30°C (64-86°F). 


